
Professional TDM Broadband Wireless Connectivity Solution

Model：ALINK-PW5 Pre WiMax System  
‧Rural Connectivity Platform
‧Up to 40Mbps over 50Km 
   connection
‧Ease of Installation and 
   Configuration 
‧IP68 rated enclosure for dust and
   water protection 
‧Wireless TDMA Technology 
‧Best choice for multiple IP camera
   transmissions under PtP mode
      AP Specification     

	Standards Compliance 
	IEEE 802.11 silicon to non-standard; IEEE 802.3; IEEE 802.3u; IEEE802.3af(option)

	SDRAM 
	64 M Byte

	Flash 
	16 M Byte

	Radio Frequency Type 
	Proprietary 5GHz based on 802.11a OFDM

	Modulation 
	64QAM 3/4, 64QAM 2/3, 16QAM 3/4, 16QAM 1/2, QPSK 3/4, QPSK 1/2, BPSK 3/4, BPSK 1/2

	Frequency Band 
	5120~6060MHz

	Transmission Power
	300mW ( Adjustable output power )

	Data Rate
	Up to 40Mbps over 50Km connection

	Access Point Interfaces
	Auto sensing MDI/MDI-X Ethernet 10/100Base-TX: RJ-45

	Sensitivity
	-92dBm @ 6Mbps; -72dBm @ 54Mbps, PER < 10%

	Antenna Type 
	N-type external high gain antenna

	Security Systems 
	WEP/AES encryption

	Wireless Setting
	Operation Mode –Wireless PtP Bridge
Channel Bandwidth adjustable 5/10/20/40 MHz
Adjustable transmit power

	Software/Firmware 
	DFS
Spanning Tree settings
Reset to default by WebUI
Web-based configuration via popular browser (MS IE, Netscape…)
Firmware upgrade and configuration Backup/Restore via Web
802.1Q VLAN pass-through
Signal strength LED indicator (5 LEDs)
SysLog
Remote Log Server
SNMP v1/v2c
MIB support: MIB I, MIB II (RFC-1213) and Private MIB
Support Time settings
Hardware Watch dog

	Operating Environment 
	Operating Temperature: -30 ~ +70°C

	Power 
	DC 48 Volt ± 5%; 1A (Max.)AC adapter AC 100V ~ 240V

	Network Management 
System OS Support 
	Windows 2000/XP/Vista Home BASIC

	Warranty 
	One year limited


      Standard Accessories     
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	25M FTP Cable
	2M RJ-45 Cable
	1.5M Cable
	Bracket Kit 
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	PoE 48V 1A
	Power Cord
	Tape
	   


AN51823A-2  5GHz Flat panel Antenna
Electrical Specification

	Frequency Range
	 5150-5875MHz 

	Gain
	 23dBi 

	V. S. W. R.
	 2.0:1Max 

	Polarization
	 Linear 

	HPBW / Horizontal
	 9° 

	HPBW / Vertical
	 9° 

	Front to Back Ratio
	30dB

	Max. Input Power
	 10W 

	Impendance
	 50ohms 

	Connector
	 N-Female 


	Environment & Mechanical Characteristics

Survival Wind Speed
	 216km/hr 

	Temperature
	 -40°C ~ +80°C 

	Humidity
	 95% @ 25°C 

	Lightning Protection
	 DC ground 

	Radome Color
	 Gray-white 

	Radome material
	 PC, UV resistant 

	Weight
	 850g 

	Dimensions
	 314 * 314 * 32.5(mm) 
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